
3



N

N

4



5

4Bolts PA

4Bolts PB



6

PB (6,8,10Bolt)

※ If higher speed than max. speed is required, consult NARA. (GD2 = 4J) ※“BE”is available in optional lengths upon request.

※ If higher speed than max. speed is required, consult NARA. (GD2 = 4J) ※“BE”is available in optional lengths upon request.

※ If higher speed than max. speed is required, consult NARA. (GD2 = 4J) ※“BE”is available in optional lengths upon request.
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Size
Dimensions(mm)Rating

torque
( N·m )

Mass

( kg )

J

(kg·m2)

Max.
speed
( rpm)

S ize
Dimensions(mm)Rating

torque
( N·m )

Mass

( kg )

J

(kg·m2)

Max.
speed
( rpm)

S ize
치 수(mm)Rating

torque
( N·m )

Mass

( kg )

J

(kg·m2)

Max.
speed
( rpm)
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EE OO

Size
Dimensions(mm)Rating

torque
(N·m )

Mass

(kg)

J

(kg·m2)

Max.
speed
( rpm)

S ize
Dimensions(mm)Rating

torque
(N·m )

Mass

(kg)

J

(kg·m2)

Max.
speed
( rpm)

S ize
Dimensions(mm)Rating

torque
(N·m )

Mass

(kg)

J

(kg·m2)

Max.
speed
( rpm)

One side adaper (PE-A) Both sides adaper (PE-B)

1. The mass and J in the above table is for “Both sides adapter”type

✽ Enlarged Boss diameter H for enlarged shaft Bore D (for 4 and 6 bolts) is as shown.

When required Standard Boss, refer to the dimensions shown on page 5 & 6


